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ALUKIN CW 850

ALUKIN CW 850 SPECIFICATIONS

Length (excl. engine):         approx. 8.6 m

Width: approx. 2.6 m

Draught (tilted engine): approx. 0.4 m

Fuel volume: approx. 200 litres

Weight without engine: approx. 1, 980 kg

Max. engine output:        250 - 450 hp (2 x 225) 

No. of persons: 8

Metal thickness (bottom/freeboard/deck): 
5/4/5

Dead rises (stern/stem): 19/42

Bow ramp width:             1430mm

The ALUKIN CW 850 with an electric bow 
ramp in front, is a versatile cabin boat 
that combines utility with superior user
experience during lengthy spells at sea.

It has plenty of stowage in the cabin and 
on the foredeck and afterdeck, as well as 
stowage compartments on the inside of 
the freeboard along the full length of the 
boat. The secure afterdeck makes it safe 
to moor the boat from on board, and the 
waist-height gunwale provides effective 
protection against waves crashing over 
the stern and finding their way into the 
cabin. The standing room in the cabin is 
no less than 195 cm. 

The CW 850 has a wide side deck with 
anti-slip aluminium and sturdy grab rails, 
making it easy to move around the boat, 
even on the outside. The interior is cosy 
and relaxing, with comfortable Grammer
chairs, and it is possible to make up beds 
between the rear seats (bed set included). 

As with all Alukin boats, the CW 850 is 
fully welded in one piece, which means 
that the cabin and hull form a single unit 
for optimum stability and hull strength 

This model is equipped with Alukin’s
soundproofing concept, developed to 
deliver first-class comfort. 
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